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both, the petition will be denied, nor-
mally within 90 days of its receipt. 

(4) When FRA grants or denies a peti-
tion, or reopens consideration of the 
petition, written notice is sent to the 
petitioner and other interested parties. 

[64 FR 25660, May 12, 1999, as amended at 64 
FR 70196, Dec. 16, 1999; 71 FR 61858, Oct. 19, 
2006; 74 FR 25174, May 27, 2009] 

§ 238.23 Information collection. 
(a) The information collection re-

quirements of this part were reviewed 
by the Office of Management and Budg-
et pursuant to the Paperwork Reduc-
tion Act of 1995 (44 U.S.C. 3501 et. seq.) 
and are assigned OMB control number 
2130–0544. 

(b) The information collection re-
quirements are found in the following 
sections: §§ 238.1, 238.7, 238.11, 238.15, 
238.17, 238.19, 238.21, 238.103, 238.105, 
238.107, 238.109, 238.111, 238.201, 238.203, 
238.211, 238.223, 238.231, 238.237, 238.301, 
238.303, 238.305, 238.307, 238.309, 238.311, 
238.313, 238.315, 238.317, 238.403, 238.405, 
238.421, 238.423, 238.427, 238.431, 238.437, 
238.441, 238.445, 238.447, 238.503, 238.505, 
and 238.603. 

Subpart B—Safety Planning and 
General Requirements 

§ 238.101 Scope. 
This subpart contains safety plan-

ning and general safety requirements 
for all railroad passenger equipment 
subject to this part. 

§ 238.103 Fire safety. 
(a) Materials. (1) Materials used in 

constructing a passenger car or a cab 
of a locomotive ordered on or after 
September 8, 2000, or placed in service 
for the first time on or after September 
9, 2002, shall meet the test performance 
criteria for flammability and smoke 
emission characteristics as specified in 
appendix B to this part, or alternative 
standards issued or recognized by an 
expert consensus organization after 
special approval of FRA under § 238.21. 

(2) On or after November 8, 1999, ma-
terials introduced in a passenger car or 
a locomotive cab, as part of any kind of 
rebuild, refurbishment, or overhaul of 
the car or cab, shall meet the test per-
formance criteria for flammability and 

smoke emission characteristics as 
specified in appendix B to this part, or 
alternative standards issued or recog-
nized by an expert consensus organiza-
tion after special approval of FRA 
under § 238.21. 

(3) For purposes of complying with 
the requirements of this paragraph, a 
railroad may rely on the results of 
tests of material conducted in accord-
ance with the standards and perform-
ance criteria for flammability and 
smoke emission characteristics as 
specified in appendix B to this part in 
effect on July 12, 1999 (see 49 CFR parts 
200–399, revised as of October 1, 1999), if 
prior to June 25, 2002 the material is— 

(i) Installed in a passenger car or lo-
comotive; 

(ii) Held in inventory by the railroad; 
or 

(iii) Ordered by the railroad. 
(b) Certification. A railroad shall re-

quire certification that a representa-
tive sample of combustible materials 
to be— 

(1) Used in constructing a passenger 
car or a locomotive cab, or 

(2) Introduced in a passenger car or a 
locomotive cab, as part of any kind of 
rebuild, refurbishment, or overhaul of 
the car or cab, has been tested by a rec-
ognized independent testing laboratory 
and that the results show the rep-
resentative sample complies with the 
requirements of paragraph (a) of this 
section at the time it was tested. 

(c) Fire safety analysis for procuring 
new passenger cars and locomotives. In 
procuring new passenger cars and loco-
motives, each railroad shall ensure 
that fire safety considerations and fea-
tures in the design of this equipment 
reduce the risk of personal injury 
caused by fire to an acceptable level in 
its operating environment using a for-
mal safety methodology such as MIL- 
STD-882. To this end, each railroad 
shall complete a written fire safety 
analysis for the passenger equipment 
being procured. In conducting the anal-
ysis, the railroad shall— 

(1) Identify, analyze, and prioritize 
the fire hazards inherent in the design 
of the equipment. 

(2) Take effective steps to design the 
equipment and select materials which 
help provide sufficient fire resistance 
to reasonably ensure adequate time to 
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